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Part No. Description - Marking
Color
(Box/Cover)

Pallet 
Qty.

Wt. Ea. 
lbs.

Product 
Class

Box & Cover

D108-G 6" Valve Box and Overlapping Cover - ICV Green/Green 600 1.20 20ND

D109-G 6" Round Box, 6" Round Cover - ICV Black/Green 600 1.20 20DV

D109-P 6" Round Box, 6" Round Cover - Reclaimed Water Black/Purple 600 1.21 20DV

D109-GBOX 6" Round Box, 6" Round Cover - ICV Black/Green 36 Box/ 
900 Pall.

1.20 20DV

Cover Only

D109-GL 6" Round Cover - ICV Green 600 0.40 20DV

D109-PL 6" Round Cover - Reclaimed Water Purple 600 0.40 20DV

Box Only

D109-B/O 6" Round Box Black 600 0.80 20ME

Part No. Description - Marking
Color
(Box/Cover)

Pallet 
Qty.

Wt. Ea. 
lbs.

Product 
Class

Box & Cover

M2-SG 8" x 12" Box, Drop-in Cover - Control Valve Black/Green 132 4.00 20ND

Cover Only

M2-SG-LID 8" x 12", Drop-in Cover Green 132 0.719 20ND

NDS 6" Round Valve Boxes

Specifications: NDS 6" round body is tapered and has a minimum wall thickness of 0.130". The body has a double wall at the top cover seat 

area with a minimum thickness of 0.125". The bottom of the body has a 0.250" flange. The 6" round cover has an average thickness of 0.150".

Valve Boxes by NDS

NDS Valve Boxes are designed to offer years of service under the most demanding outdoor conditions.

• Overlapping and drop-in covers available

• Overlapping covers prevent dirt and grass from settling between body and cover, making it easier to remove over time

• Available in round, oval, and rectangular

• One-piece molded of polyolefins with a melt index between 10-12

• UV inhibitors added to aid in preventing discoloration and cracking

NDS 8" x 12" Oval Valve Boxes

Specifications: NDS 8" x 12" body is tapered and has a minimum wall thickness of 0.187". The body has a double wall at the top cover seat 

area with a minimum thickness of 0.200". The cover seat area has 10 structural support ribs on the underside of the seat, each with a minimum 

thickness of 0.150". The bottom of the body has a 0.375" flange. The 8" x 12" cover shall have an average thickness of 0.150".

NDS STANDARD SERIES VALVE BOXES – RESIDENTIAL GRADE

191for videos, specs, detail drawings and case studies, visit  ndspro.com


